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Part Number: AM30-512PD4-885

ANATECH MICROWAVE COMPANY

Electrical Specifications Mechanical

Frequency Range: 30-512 MHz Mounting Method: Threaded Mounting Holes
Insertion Loss: 0.8 dB Max. Connector Type: N-Type

Isolation: 18 dB Min. Dimensions: 4.00 x 3.40 x 1.00 in.
Amplitude Balance: 0.3 dB Max.

Phase Balance: 4° Max. Environmental

VSWR: 1.50:1 Max . .

Power Rating: 80 Watts Max. Operating Temperature: -40 to +85°C

Storage Temperature: -55 to +125°C
Shock: 20 G. 11 ms.
Vibration: 20 G. 5 to 200 Hz.

Outline Drawing:

A el REREES

LT

: ~ 60
e ] i
-
3 A = 400
a”_g %bﬂﬁﬂ'i B - 3.40
/ RdEy C = 1.00
T ¢ : D = 050
F oo E = 1.00
) | F = 375

. . . G = .125
! 2 L z H = .125
vt CONMECTOR

% PLACES

Anatech Microwave Company Email: sales@anatechmicrowave.com

70 Outwater Lane Garfield, NJ 07026, USA A/\A rf
Web: www.anatechmicrowave.com
Phone: (973) 772-4242




