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Electrical specifications 
 

Mechanical  
 

Connectors: MAINLINE: Type N (f) 
                      CPL LINE: SMA(f) for 20, 30 dB 
Dimensions: 11.773 x 1.000 x 1.835 
Material: Housing Aluminum, Conversion 
Coating Inner Conductor & Connectors Brass, 
Silver Plated 
 
Environmental  
 

 400-13000 MHz Single Directional Coupler 

Part Number: AM400-13000DC895 

Email: sales@anatechelectronics.com 
 Web:  www.anatechelectronics.com        
 
  

70 Outwater Lane 
Garfield, NJ 07026 

Phone: (973) 772-4242  
Fax     : (973) 772-4646  

Frequency 
Range: 

0.4-3.0 
GHz 

3.0-8.0 
GHz 

8.0-13.0 
GHz 

Directivity: 20dB 18dB 15dB 

Insertion 
Loss: 

0.25dB 0.40dB 0.70dB 

VSWR and 
Return 
Loss: 

20dB 18dB 15dB 

Cpl Port: 20dB 15dB 10dB 

Impedance: 50Ώ 
Intermodulation IM3 (2x43 dBm carrier): 160dBc 
Max Power: 500W Avg, 1KW peak 

Indoor temp.: -40° C to +80° C 

Coupling (20MHz Flatness): 6,10,20,30 Ñ1.0 dB 
 

 Ñ0.2 dB over any 20MHz B.W 400-6000MHz

 

Frequency Range: 400-13000 MHz 

Please specify Coupling when purchasing  
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