ANNCG

ANATECH MICROWAVE COMPANY

400-2900 MHz Directional Coupler
Part Number: AM400-2900DC882

Electrical Specifications

Frequency Range: 400 - 2900 MHz
Coupling Accuracy: 27 + 0.5 dB
Insertion Loss: 0.20 dB Max.
Coupling Flatness: 20 MHz, £ 0.05 dB
Directivity: 20 dB Min.

VSWR:

Input and Output, 1.12 Max.

Coupled Port, 1.3 Max.

Impedance: 50 Ohms
Intermodulation IM3(2 x 43 dBm carrier): 155 dBc
Max Power: 500 W Avg, 5 KW Peak
Termination Max. Power: 3 W Avg

Mechanical

Connector Type: N-Type Main Line (F/M),
SMA (F) Coupled Port

Dimensions: 10.274 x 1.00 x 1.00 in.
Weight (approx.): 1.2 kg (2.64 Ib)

Environmental

Operating Temperature: -40 to 85° C
Storage Temperature: -55 to +100° C
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Anatech Microwave Company

Email: sales@anatechmicrowave.com

70 Outwater Lane Garfield, NJ 07026, USA A/\A rf
Web: www.anatechmicrowave.com

Phone: (973) 772-4242



